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(c) Plastic pipe must be installed so
as to minimize shear or tensile
stresses.

(d) Thermoplastic pipe that is not en-
cased must have a minimum wall
thickness of 0.090 inch (2.29 millime-
ters), except that pipe with an outside
diameter of 0.875 inch (22.3 millimeters)
or less may have a minimum wall
thickness of 0.062 inch (1.58 millime-
ters).

(e) Plastic pipe that is not encased
must have an electrically conductive
wire or other means of locating the
pipe while it is underground.

(f) Plastic pipe that is being encased
must be inserted into the casing pipe in
a manner that will protect the plastic.
The leading end of the plastic must be
closed before insertion.

(9) Uncased plastic pipe may be tem-
porarily installed above ground level
under the following conditions:

(1) The operator must be able to dem-
onstrate that the cumulative above-
ground exposure of the pipe does not
exceed the manufacturer’s rec-
ommended maximum period of expo-
sure or 2 years, whichever is less.

(2) The pipe either is located where
damage by external forces is unlikely
or is otherwise protected against such
damage.

(3) The pipe adequately resists expo-
sure to ultraviolet light and high and
low temperatures.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-78, 61 FR 28784, June 6, 1996; Amdt.
192-85, 63 FR 37503, July 13, 1998]

§192.323 Casing.

Each casing used on a transmission
line or main under a railroad or high-
way must comply with the following:

(a) The casing must be designed to
withstand the superimposed loads.

(b) If there is a possibility of water
entering the casing, the ends must be
sealed.

(c) If the ends of an unvented casing
are sealed and the sealing is strong
enough to retain the maximum allow-
able operating pressure of the pipe, the
casing must be designed to hold this
pressure at a stress level of not more
than 72 percent of SMYS.

(d) If vents are installed on a casing,
the vents must be protected from the
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weather to prevent water from enter-
ing the casing.

§192.325 Underground clearance.

(a) Each transmission line must be
installed with at least 12 inches (305
millimeters) of clearance from any
other underground structure not asso-
ciated with the transmission line. If
this clearance cannot be attained, the
transmission line must be protected
from damage that might result from
the proximity of the other structure.

(b) Each main must be installed with
enough clearance from any other un-
derground structure to allow proper
maintenance and to protect against
damage that might result from prox-
imity to other structures.

(c) In addition to meeting the re-
quirements of paragraph (a) or (b) of
this section, each plastic transmission
line or main must be installed with suf-
ficient clearance, or must be insulated,
from any source of heat so as to pre-
vent the heat from impairing the serv-
iceability of the pipe.

(d) Each pipe-type or bottle-type
holder must be installed with a min-
imum clearance from any other holder
as prescribed in §192.175(b).

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-85, 63 FR 37503, July 13, 1998]

§192.327

(a) Except as provided in paragraphs
(c), (e), (f), and (g) of this section, each
buried transmission line must be in-
stalled with a minimum cover as fol-
lows:

Cover.

Location Normal soil dgt%r&s?clylr-:k
Inches (Millimeters).
Class 1 locations ........c.ccccevverennnne 30 (762) 18 (457)
Class 2, 3, and 4 locations ........... 36 (914) 24 (610)
Drainage ditches of public roads
and railroad crossings ............... 36 (914) 24 (610)

(b) Except as provided in paragraphs
(c) and (d) of this section, each buried
main must be installed with at least 24
inches (610 millimeters) of cover.

(c) Where an underground structure
prevents the installation of a trans-
mission line or main with the min-
imum cover, the transmission line or
main may be installed with less cover
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